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Ordering options
GR32  size
SMT    industrial pump
16B     pcont.=40 bar (hyd. oil)
            ppeek=50 bar (hyd. oil)
***       35L, 45L, 55L; 75L 
           
mounting flange options
AC19 B5 BG80 B5
AC24 B5 BG90 B5
Options of the suction
AX axial 1 1/4“ BSP
A1R radial BSP
AL pumpfeet 1 1/4" 
Bore pattern flange BG90 motor
SMIT suction filter
body material= ALU
options
OX anodic oxide
G   caste iron
A   carbon steel body
KA hardened steel body
DBV internal pressure relief
valve not adjustable
RF1 ~   5 bar 
RF2 ~ 10 bar
RF3 ~ 15 bar
screw options
S1  100 - 250 cSt
S2  250 - 500 cSt
S3  500 - 800 cSt
S4        < 800 cSt
HD phosphated shafts

seals material = NBR 
option EPDM, Viton,
            mechanical seal
rotation = clockwise

weight alu pump approx 4,4 Kg
weight iron pump approx 8,8 Kg

                                                                                                                                                                                                                                                                     *  contact us for high viscosity applications
3,9321,20,72,92,31,60,80,61,40,70,4P KWcm3/rev
3838,839,44040,835363738,539313434,5Q l/min30,175L
2,82,21,510,62,21,81,20,60,510,60,4P KWcm3/rev

27,628,228,72929,8252626,827,6282224,825,4Q l/min22,655L
2,41,91,30,80,51,81,410,50,40,80,50,3P KWcm3/rev

23,423,924,424,82520,521,22222,522,817,82020,5Q l/min20,745L
2,21,510,60,41,41,20,80,40,30,70,40,3P KWcm3/rev

18,819,119,519,719,91616,717,41818,41415,916,3Q l/min1735L
400 cSt.* / 4 pol. 1450 rev/min 68 cSt / 4 pol. 1450 rev/min6 cSt / 4 pol. 1450 rev/min

864,12,11,264,73,31,81,22,81,61P KWcm3/rev
78,579,280,681,48275,87879,680,3826974,776Q l/min30,175L
5,84,42,91,50,84,73,72,51,4121,10,9P KWcm3/rev

57,357,758,759,460555657585950,454,655,8Q l/min22,655L
4,83,82,51,30,743,22,21,20,81,610,8P KWcm3/rev

48,849,250,350,851,347,54848,448,849,340,64445,2Q l/min20,745L
3,93210,63,32,51,610,71,30,80,8P KWcm3/rev

38,7394040,64137,237,838,43940,332,63535,8Q l/min1735L
403020105403020105403020105     intake power

400 cSt* /  2 pol. 2750 rev/min68 cSt / 2 pol.  2750 rev/min6 cSt  /  2 pol. 2750 rev/minflow
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motor flange selection
standard mounting flange

1" BSP

standard body

1 BSP

selection of the suction port
standard suction cover

option AC19 B5 or AC24 B5
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option AX

1 1/4" BSP
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option MGAS1"
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SAE 3000 psi 1 1/4"SAE 3000 psi 1" 

the suction cover
can be moved in 
steps of 90°
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1 1/4" BSP
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option AL for V1 assembly!
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42 option A1R
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option SMIT
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option RP
suction cover in the same direction 
as the compression flange!

M12 

pressure port
in the pump body
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